Note：Before data communications, make sure the drivers and application software are successfully installed.
1 Install driver
Running the CD-ROM on the computer to find the “driver”installation file，image 1-1。
[image: 5-0]
Image 1-1
Double-click the icon,image 1-2 appears
[image: E:\项目\整理文件\27.JW3216\说明书\54.jpg]
Image 1-2
Click“INSTALL”，After a moment,image1-3 appears.
[image: 5-3]
Image 1-3
Click “OK” and exit the installation interface. Driver installation has not been completed at this time, please continue the operation below.
Connect the instrument and the computer by USB data cord. Then open the instrument to appear image 1-4.
[image: 5-4]
Image 1-4
Click Next to appear image 1-5。
[image: 5-5]
Image 1-5
After a moment,image 1-6 appears.
[image: 5-6]
 Image 1-6
Click Finish, driver installation is completed.

Please check that if the driver is installed to avoid the communication problem between the instrument and the computer Open device manager (right-click My Computer to select properties. Then select the hardware tab on the system properties interface. And then to click the device manager button), in the port (COM and LPT) column, you can see the selected box in the image 1-7 which indicates the successful installation; If no selected box below the port(COM and LPT), as in the image1-8, it means  installation failure and reinstalling is needed.
[image: 5-7]
Image 1-7

[image: 5-8]
Image 1-8

After the successful driver installation, you can turn off the instrument and disconnect the USB.


2 Instruction for the Software Use
(1)Open the PC software to show the image2-1.
[image: QQ截图20131205152343]
	Image 2-1
The instrument is connected to the computer by a USB cable and in the state of being switched on.
In the port(COM and LPT) column, you can see the port used by the instrument is “COM4”(image 2-2)
[image: 6-14]
Image 2-2
So when to select the software port, you can click the drop-down menu to choose “COM4”.(image 2-3)
   [image: QQ截图20131205153414]
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Image 2-3
After port selection, click the “Open Com button”, and then click “Connect” button.(image2-4)
When the successful connection box appears, click OK to finish connection. And now you can start the communication between the instrument and computer。(image2-5)
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 Image2-4
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 Image 2-5

(2) The data processing function use
First, fill in the basic information, including the testing person, instrument type and so on.。(Image2-6)
[image: QQ截图20131205153904]
Image 2-6
Then click “Upload Data “button, the data saved in the instrument can be uploaded to the computer and are displayed in the data area.(image 5-30)
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Image 2-7

You can process the data in the data display area, including delete, save and print.
Choose the data needing process; click the “Delete Select” button to delete the selected data, as in the image 2-8 and 2-9，and also the corresponding data stored in the meter are also deleted.
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Image2-8
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Image 2-9

Click the “Delete all” button to appear the “Delete all” box in the image 2-10，click OK to delete all the data and also empty the stored data in the meter. If you click Cancel, the situation is just the opposite.

[image: 9L`}ID7%D57A}09Y66WH2PT]
Image2-10
Click the “Save or Print” button to appear the sheet in the image 2-11. The sheet can be edited, saved, printed and etc.
Click [image: 2NQ%B@EB3@1J30S0X7L}Z8U] button to appear save box in the image 2-12. You can operate the file name, save path, etc.
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Image 2-11
[image: 6-23]
Image 2-12
(3) Power reading and calibration
Click the “Power Read” button, the current absolute optical power value, tested in the instrument power meter module, will appear in the empty box;
Click the “Wave Selection” drop-down box to select the current test wavelength in the instrument power meter module; 
When the absolute optical power value in the instrument power meter module needs calibration, first to choose the needed wavelength in the “Wave Selection”, and then to fill in the absolute optical power value in the blank edit box. Next to click the “Power ADJ” button is ok. (image 2-13)
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                          Image 2-13
(4)Time setting
When you need to set the time on the meter, you can click the “Get Time” button. Then the system will appear the current time automatically (image 2-14)；Now you click the “Time Set” button to appear the dialogue box and then click OK. (Image 2-15)
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Image 2-14
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 Image 2-15

(5)Close Software
    Click the “Exit”button is OK.

image5.jpeg
Found New Hardware Wizard

Please wait while the wizard searches.

(5 USB-SERIAL CH340

] e





image6.jpeg
Wizard

Completing the Found New
Hardware Wizard

&

The wizard has frished instaling the saftware fo.

g USB-SERIAL CH340

Clck Firish to close the wizard





image7.jpeg
Device Manager

Bl Adion Vew Hep

Computer
<o Dikives
2 Display adapters
2 DYDJCDROM drves
S Floppy disk controlers
33 Floppy dskdrives
S IDE ATAIATAP] controlrs
35 Inaging devices
> Keyboards
Mice and other pointing devices
3 Moritors
5 Network adapters
4} other davices
F Ports (CoMELPT)
. brother MFC-7220 U Remote Setup Port (COMG)
T Communications Pt (CON)
ECP Printer Port (PT)
U5E-SERIAL CHa# (COM)
Processors
D, ound, video and game controlers





image8.jpeg
Device Manager

Bl Adion Vew Hep

Computer
<o Dikives
2 Display adapters
2 DYDJCDROM drves
S Floppy disk controlers
33 Floppy dskdrives
2 IDE ATAIATAP] controlers
3 Imaging devices
> Keyboards
Mice and other pointing devices
3 Moritors
5 Network adapters
4} other davices
o Ports (CoMELPT)
. brother MFC-7220 LS Remote Setup Port (COMG)
T Communications Pt (CON)
5 ECP Printer Pt (PT1)
A Processors
D, Sound, video and game controlers
<o Storage volumes





image9.png
FILL OUT USER'S TNFORIATION

CON OPERATE
[ = @ oceenom

Conpany
Tostrument odel [
Tnstrunent Seridl

By comeer

Test Operator

LarGuace:  [ERLISK

—

Notes |

im0 o | s s

R [ WAVE LEvors | FouER TeLsTve Foms [ r [Data/miE [x
Lo DATA
3 o seaee
G e
[®EEES=x
< s = |
chuTmTE DSTwE TIE SET #ave sewcTIOn
@[ me| s [ om [ wm[ =
o | e | e





image10.png
CON OPERATE

[ - ® omcow B comn LaGiaGe:  [BRGLISK




image11.jpeg
comy
comd




image12.png
COM OPERATE

[ - @ omom B comn





image13.jpeg
CONNECT SUCESS!





image14.png
FILL OUT USER'S INFORMATION-

Conpany  [rwwer Test Operator  [***

Tnstrument Model [oewws O
Instrument Serial  [MI312I840




image15.jpeg
NUMEER | WAVE LENGTH | PONER. RELATIVE POWER | REF [ DaTa/TINE

1 1300 -80.87d8m 9.138, 2013-12-08 15:12
2 1300 -BL.41d8n ) AT
3 1300 B 4188 1512
4 1300 61 31d8n 1512
s 1300 -2, 05d8n 1512
i 1430 -61. 20d8n UPLOAD SUCESS! 1513
7 1825 -B1. 3428 1513
s as0 -S5. 1848 1511
s as0 -55. 0428 1514

B o
o o o





image16.jpeg
NUMEER | WAVE LENGTH | PONER. [ RELATIVE POWER | REF [ DaTa/TINE

1 1300 -80.87d8m B - aG-12-08 15:12
2 1300 B 41d8n s 1206 15:12
3 1300 -B1.41d8n s 1206 15012
4 1300 61 31d8n s 1206 15012
s 1300 -2, 05d8n 7 1206 15012
6 140 -61. 2088 -2 1206 15013
7 1625 -B1. 3428 -2 1206 15013
s as0 -S5. 1848 14 1206 15:14
s as0 -55. 0428 14 1206 15:14

B o

SAVE OR ERINT





image17.jpeg
NUMEER | WAVE LENGTH | PONER. RELATIVE PONER [ REF [ DaTa/TINE

1 1300 .13 -70.0088m 2013-12-08 15:12
2 1300 “BL41dBn 8,598 -70.0088n, 20131208 15:12
3 1300 B 4128 8,598 -70.0088 2013-12-08 15:12
4 1300 61 31d8n 5,698 -70.0088 20131208 15:12
s 1300 -2, 05d8n 7,950 -70.0088n 2013-12-08 15:12
6 1asn -B1. 2088 25888 -58. 3208 2013-12-08 1513
7 1825 -B1. 3428 2,288 -58. 4248 2013-12-08 1513
s as0 -5, 1848 14,528 -70.0088 2013-12-08 15:14
s as0 -55. 0428 14,568 -70.0088n, 20131208 15:14

B o
o o rcm





image18.jpeg
MUNBER__| WAVE LENGTH | PORER

i feae sk ¥ e sur

—
s+ v





image19.jpeg




image20.jpeg
Test Report

Conpany: #kke TESt otk
Operator:
Instrunent Nodel: +hebe Hotes: #h+

Instrunent Serial Hunber: HINNI3121940

1 1300 ~60. 87cEn 9. 138 ~70. 00dBa 2013/12/6

2 1300 ~61. 41cBn 8,598 ~70. 00dBa 2013/12/6

3 1300 -61. 41dEn 8,598 ~70. 00dEn 2013/12/6 15:12
4 1300 -61. 31dBn 8. 698 ~70. 00dBa 2013/12/6 15:12
5 1490 ~61. 20dBn -2.88dB ~58. 32dBa 2013/12/6 15:

6 1625 -61. 34cEn -2.92d8 -58. 42dBn 2013/12/6

7 850 -55. 18cEn 14.82d8 ~70. 00dBa 2013/12/6

8 850 5. 04cBn 14. 968 ~70. 00dBa 2013/12/6 15:1¢




image21.jpeg
Choose or Enter Path of File

Swein [DWboomens =] « @&
3 ErrT
My PageManager

Documents @

Desklop

=

My Docurents

My Computer

MyNetwork i pame: -
I File [opm TEST) =]
Savesstpe  [CwemPatemil <] Carcel





image22.png
CALIBRATE

From &
READ FOWER | FOVER AL




image23.png
WAVE SELECTION-





image24.png
INSTRUMENT TIME SET-

0ffF v [T wown [ o 5 o[ uo





image25.jpeg
TIME SET SUCESS!





image1.jpeg
A o
USE




image2.jpeg
24 Setup V1.40

Device Driver Install { Unlnstall
Select INFFile : [CH341SERINF

WCH.CN
INSTALL [ 71 Us-seriaL cHaa

|_ 06/03/2009, 3.1.2009.06

UNINSTALL

HELP





image3.jpeg
L) omerslsuccest




image4.jpeg
und New Harg d

This wizard helps you nstal software for

USB-SERIAL CH340

If your hardware came with an installation CD
€2 or floppy disk. insert it now.

What do you want the wizaid o do?

@ st e sefvars aubrmatial ecamended]
O Instlfom a st o specifc location (Advanced)

Clck Nest o contine.





